
     
 

 

  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

USER MANUAL 

32 bit P&P Ethernet 
10/100 Mbps Card 

Bus 

70963 



 DESCRIPTION: 

THE CBL1100 32BIT PCI BUS PLUG & PLAY ETHERNET 10/100 MBPS 
CARD IS PROTOCOL WITH IEEE 802.3,IEE802.3U,PCMCIA RELEASE 
V2.X,JEIDA V4.X,PCMCIA TYPE II CARDBUS CARD INTERFACE. THE 
CBL1100 INCLUDE ONE UTP(RJ45,100 BASE TX). 
 

 HARDWARE INSTALLATION: 

 

CHIPSET: REALTEK8139CL 

RAM BUFFER: 32 KB DATA BUFFER 

SPEED : 10/100 MB/SEC 

 

 TECHNICAL SPECIFICATION: 

 

OPERATING SYSTEM :- Windows 

95OSR2/95A/98/2000/ME/XP/LINUX2.4X/MAC/. 

 

CHIP : - 1 X REALTEK8139CL 

 

CONNECTORS : - 1 X RJ45 
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This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions: (1)
this device may not cause harmful interference, and
(2) this device must accept any interference received,
including interference that may cause undesired
operations. 


